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ABSTRACT:

This study evaluates the dispersion and dilution of concentrated sea water
(brine) assocrated with reduced flow rate operations of a stand alone desalination
-plant co- Iocated at Encina Generating Station. The analysrs by hydrodynamrc
model simulation studied the effects of reduced intake flow rates ranging from
149. 8 mgd to 304 mgd for both extreme minnnums and means in ocean mixmg
The results are summarized in Table 1 on page 67. A

We find that intake ﬂow rates of at least 218 9 mgd of unheated source water
(producmg end of pipe sahnity of no more than 43.3 ppt) will satisfy both acute

- toxicity limits of 40 ppt and exrsting mimmum dilution standards of 15 to 1 in the

', zone of initial dilution (ZID) for all ocean mlxmg conditions,. Intake flow rates

reduced to as little as 184.3 mgd (producing end of pipe salinity of no more than 46

ppt) will satisfy ’both acute toxicity limits existing minimum dilution standards for

average ocean mixing conditions but not for extreme mlmmum mixmg conditions

-havmg a recurrence probabﬂity of 0. 013 %. Intake flow rates between 149. 8 mgd
_’ and 172.8 ‘mgd produce hyper sahmty 1mpacts that can probably be tolerated by -

mdlgenous marine organisms durmg mean—ocean m1x1ng conditions but result m

unacceptably Iow mlmmum d11ution levels m the ZID according to ex1st1ng

~NPDES perm1t limits set for the power plant thermal efﬂuent



1) Introduction: | | |
This study evaluates the dispersion and dilution of concentrated sea water

(brine) associated with reduced flow rate operatioris of a stand alone desalination

plant co- located at Encma Generating Station. The generating station presently

consumes lagoon water at an average rate of about 530 mgd, and discharges that

,that flow volume into the ocean at a temperature elevated above ambient by

AT =5.5°C on average. Here we evaluate the product1on of 50 mgd of potable

water by reverse osmosis (R.O.) using only 150-219 mgd of intake flow rate that
remains unheated, AT =0°after blending with the brine by-product The minimum
flow rate evaluated in the certified project EIR involves intake flow rates of 304
mgd and was referred to as the “unheated historical extreme” because it combined

alow ﬂow rate condition with the historic minimum in ocean m1x1ng to capture a

“worst case scenario assessment. We repeat that worst case assessment herein using .
‘even smaller intake flow rates that provide less initial dilution and higher end-of-

" pipe salinity. We also evaluate these low flow rate scenarios using average ocean

mixing conditions to provide an indication of the more liker long term effects.

2) Initial Conditions:

The technical app'roach used to evaluate these new'low flow rate scenarios

: involved the use of " hydrodynamic tfausport models as detailed in Appendix E'of

the certified EIR (Jenkins and Wasyl, 2005). The m1t1al1zat10n of those models is

detailed below. : .
A) Flow Rates and Dlscharge Salmlty The power plant coolmg water is

drawn from the lagoon and is d1scharged into the ocean through an independent

dlscharge channel located between Middle Beach and South Beach. The existing

cascade of circulation and service water pumps available at Encina Generatmg ‘



Station can provide a maximum once-through flow rate of 808 mgd, but has

averaged about 530 over the long term (Jenkins and Wasyl, 2001). During peak

uéer demand months for powér (summer), plant flow rates are typically between

| 635 and 670 mgd (Elwany, et al, 2005). In the present analysis; we consider four

new sceparios of reduced flow rate desalination operations producing the - -

B followiﬁg discharge flow rates and end:-'of-pipe salinity:
" Scénario 1 - Utilizing One Encina Intake Pump of Unit 5

- Intake Flow Rate = 149.76 mgd of which
- 50 mgd - turns into potable water;

50 mgd is brine concentrate with salinity of 67 ppt

49.76 mgd — dilution water for the concentrate (AT =0°)
Discharge Flow Rate =99.76 -
End-of-pipe salinity = 50.3 ppt

Scenario 2 - Utlhzmg all pumps of Units 1 & 2 and one pump of Umt 3

f Intake Flow Rate = 34.56 MGD x 5 pumps =172.8 mgd of Wh1ch
- 50 mgd — turns into potable water; - S

50 mgd is brine concentrate with salinity of 67 ppt
72.8 mgd — dilution water for the concentrate (AT =0°)

- Discharge Flow Rate =122.8 mgd

End-of-pipe salmzty 47.1 ppt

Scenario 3 - Ufilizing One Encina Iiitake Pﬁmp of Unit 5 JE One Unit 1 Pump

Intake Flow Rate = 149.76 mgd + 34.56 = 184 32 ofwhlch
50 mgd — turns into potable water; , v
50 mgd is concentrate of salinity of 67,000 mg/L

84.32 mgd — dilution water for the concentrate (AT =0°)

" Discharge Flow Rate = 134.82 mgd

End-of-pipe salinity = 46 ppt



Scenario 4 - Utlllzmg One Encina Intake Pump of Unit 5 + Two Unit 1 Pumps

Intake Flow Raz‘e = 149.76 mgd + 34.56 + 34.56 = 218.88 mgd of which

50 mgd - turns into potable water;
50 mgd is concentrate of salinity of 67,000 mg/L
118.88 mgd — dilution water for the concentrate (AT 0°)

Discharge Flow Rate = 168.88 mgd

End-of-pipe salinity = 43.4 ppt

In addition to these four new low flow rate scenarios, we will also include the

“Unheated Unit 4 Extreme Case” that was reported in Appendix E of the certified

| EIR (Jenkins and Wasyl 2005). We will refer to this as the Scenarlo 5 low flow

case that is charactenzed as follows:.

Scenario 5 - Ut1hzmg Two Encina Intake Pumps of Unit4

Intake Flow Rate = 152 76 mgdx 2= =304 mgd of which

50 mgd — turns into potable water;
50 mgd is concentrate of salinity of 67,000 mg/L
204 mgd - dilution water for the concentrate (AT =0°) -

. Discharge Flow Rate = 254 mgd

End-of-pipe salinity = 40.11 ppt

B) Ocean Mixing Variables: Altogether there are six var'iables that enter

into a siolutionfor resolving the dispersion and dilution of thé unheated

_concentrated seawater by-product discharge_d from the stand-alone desalination

plant. These mixing variables m_ay be organized into boundary conditions and

Jorcing functions. The boundary conditions include: ocean salinity, ocean

_ te'mperature‘and ocean water levels. The forcing function variables in_cl_ude waves,

- currents, and winds.
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- Overlapping 20.5 year long records of the boundary condition and forcing

function variables are reconstructed in Sections 3.1 and 3.2 of Jenkins and Wasyl.
(2005) found in Appendix-E of the certified EIR. These records contain 7,523

consecutive daily observations of each variable between_ 1980 and the middle of .

~ 2000. For clarity; these long term records are plotted here in Figures 1 and 2. We

search this 20.5 year period for the historical combination of these variables that

. give an historic extreme day'in the sense of benign ocean conditionsvthat minimize

mlxmg and dilution rates. We then overlay each of the four low flow rate scenarios

on those extremely benign ocean conditions. The criteria for the hrstorrcal extreme

day was basedvon the simultaneous occurrence of the environmental variables

having the highest combination of absolute salinity and temperature during the

periods of minimal W&VC,‘ wind, currents; and ocean water levels (including both

E  tida] oscillations and climatic sea level anomalies). We repeat the analysis using

average ocean mlxmg condrtrons The average day scenarros were based on the

205 yr mean of the 6 ocean mixing variables.

_ C) Hlstoncal Extreme Case Assrgnments The joint probabrhty analy51s
produced a hrstorrcal extreme day solutlon for 17 August 1992. This day is

' represented by the vertical dashed red line in Fi 1gures land 2. The monthly perrod

_'contalmng these extreme events are shown n Fi igures 3 and 4. The envrronmental o

factors of this day were assocrated wrth a bulldmg El Nifio that subsequently

chmaxed in the winter of 1993. The ocean salinity was 33.5 1ppt, about the same

as the long term mean, but the ocean temperature was 25.0 °C, within 0.1 °C of the
.20.5 year maximum. The waves were bnly 0.16 m, which was the 20.5 year
" minimum. Winds were 3.4 knots and the maximum tidal current in the offshore

domain was enly 72-7;5 cm/sec (0.53 knots). The -sluggish tidal current was due to -



Daily Mean Salinity, ppt

~ Daily Mean
Temperature, °C

I
!

8
| t '
g5
T o igg
O3 T 2
e t o 8
i 82
— T 5
@ £~ -
o i H )
= i t
, - t 1
- a. 8 33.51 ppt -
340 — L

d
i
H
i

4
)

I

{

T = 074 T Nsva

iy Maximum.

. Water Elevation,
ft NGVD-

Water Elevation

= ‘?ﬁﬁ??@@fi}

!
i
t Semin
H

Dally Minimum  Da

‘19591 1984 1988 1992
" Year

Figure 1. Pefiod of record of boundary condifions, Encina Power Plant, 1980-2000.5: a) daily mea
- salinity, b) daily mean temperature, and ¢) daily high and low ocean water level elevatic.



i

40 —

Daily Mean Wave Height, m
N
(@}

worst case day - 17 Aug 92 i mean day - 93 May.84

H=0.16m '"H=047 m
{ i

20.5 yéar mean
=0.87m

10}
00 ¢ ! ! 3 ] ! i
T ' 1 i
b 20.5 year mean = 45.1 cmifsec | PR -
80 F s Um= 275 emisec ;Um-— 28.4 emisec
4 E § k 4 B { {

Daily Maximum Ti,dal Cur‘ren.t,i
cmisec

 Dally Mean Wind Speed, kis

1984 1988 1992 199 2000

. Figure 2. Period of record of forcing functions in the nearfield of Encina Power Plant, 1980-2000.5: -
&) daily mean wave height, b) daily maximum tidal current velocity, and ¢} daily mean wind. '



10

worst case day17 Aug 92

's= 3351 ppt

%20 __'30 day average = 33.49 ppt . !

Daily Mean- Salinity, ppt

¥
N
!

I

- Daily Maean
l

Témperature, °C

13

i

t

. f
|}~ 30 day mean =2266°C i
o i i

f

i

£

{

o
N—"

i =074 RNGVD

mean= -
327 #t

y Maximurn

, Dail
Water Elevation, . Water

MsL

mean =
187t

Daily Miriim'qm. g

199255 199260 o tge2es . 199270

) '  Year
Figure 3. Boundary conditions in the nearfield ofthe Encina Power Plant worst case 30 day penod
a) daﬂy mean s@hmty b) mean temperature ‘andc) hlgh and low-ocean water eievatzans




N

 Dally Maximyum Tidal Current,

* Daily Mean Wave Height, m

cmisee

Daily Mean Wind Speed, kis

11

“0ra.

30 day mean = 0.328 m

3.0 o
. H=06.186m

20

" warst case day -17 Aug 92

10—
T 3 July1e9z H\_‘
0.0 ! -

 b.

!
A
Can L ' ' ' S

80 o o - UF 27‘3cm{sec_ : -
{
|
|
{

~

i August fgaz
|

%

— 30 day mean = 43.75 cm/sec
. B0 -

ANAN

30 day mean =326 kis

20
18
16
12
10

!{‘}§Ig'!"j

N

O N A Oy 00

100260 - 199265 1992.70

Figure 4. Fefcmg functions in the nearfield of Encina Power Plant, worst case 30 day period:
a) daily mean wave henght B) daily maxlmum tidal current velocxty, and c) daily mean wind.



- 4 - 12
neap tides occurring on this day with a minimum water level of -0.74 ft NGVD. .

This combination of environmental variables represents a situation that would
place maximum thermal stress on the marine biology; and one in-which the

dilution of the concentrated seawater by-product of the desalination plant would

‘occur very slowly due to minimal ocean mixing. The probability of occurrence of

- these worst case mixing conditions' is 1day in 7,523 days, or 0.013%.

D) Average Case Assignments: The average daily Qombination ofthe 7
controlling variables over the 20.5 yéar period of record was found to be

represented by the conditions on 23 May 1994. This day is represented in Figures

1 and 4 by the vertical dashed green line. This was a spring day with moderate

_ temperature, winds, waves, and power generation. The Southern Oscillation Index

(SOI) was zero indicﬁat_ing’ that the climate was in a neutral phase. Plant flow rate

‘was 576 mgd, very near the annual mean of 550 mgd (Figure 3.4a). Q'cean salinity

was 33.52 ppt and ocean temperature was 17.6 °C_, both identically the ‘20.5 year
mean. Wave heights were 0.65 m, slightly below the 20.5 year mean, and

| - maximum tidal currents reached 29.4 cm/sec (0.57 knoi:s), also less than the 20.5
year mean. The daily low water level at -1.96 ft NGVD, very close to the mean
~ low tide (MLT). Winds weré 5.3 knots, slightly above the 20.5 year mean. -

* 3) Results:

For each low flow rate scenario, results are presented for extreme and

~ average conditions in terms of four principle model Outputs: 1) salinity of the

combined dischafge on the sea floor, 2) dilution factors for the raw concentrate at

- the sea floor, 3) depth aVéraged salinity of the combined discharge, and 4) depth o

averaged dilution factors for the raw concentrate in the water column.
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_Salinity fields are contoured in parts per thousand (ppt) according to the

‘ color bar scale at the bottom of each plot. For purposes of comparing scenarios,

the salinity scale range spans from 33.5 ppt to 55.0 ppt. Ambient ocean salinity
is stated in the caption of each salinity field plot. Of particular interest in the.

outcome of each historical extreme scenariowill be areas in which the discharge '

plume elevates the local salinity above 40 ppt and above 36.9 ppt.

The dilution fields are contoured i in base—lO Iog accordmg to the color bar |

scale at the bottom of each plot, with a scale range that spans from 10°to 107

We are particularly concemed about the d11ut10n factor of the raw concentrate n

the' water coltlmn at the edge of the ZID, 1‘().00 ft in any direction from the mouth

of the discharge channel The present NPDES permit for the thermal effluent

requires a dilution factor of 15 to 1 at the edge of the ZID.

| A) Worst—Case Hyper-Salme Effects of the Low-Flow Scenario 1:
One Unit 4 circulation pump is assumed to be operating at 149.76 mgd

After blendmg with the concentrated’ sea salts d1scharged ﬁ:om the desalination - "

plant'the' combined discharge exiting the discharge channel is 99.76 mgd. No

power generatlon is also assumed so that the Delta-T is?T=0° C. End-of- p1pe “
fsahmty 1s 50.3 ppt, dlluted in-the-pipe from an m1t1a1 salinity of 67.02 ppt for the - -

raw concentrate Figure 5 gives the salinity field on the sea floor resulting from

. the worst case mlxmg condmons for low-ﬂow Scenerio 1. The sahmty field is ’

averaged over a 24 hour period. The inner core of the hyper-salme bottom '

13
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: 'Figure's; Scenario 1 worst case with one Unit 5 circulation pump for AT =0 °C. Daily average of

the bottom salinity of concentrated seawater for R.O. = 50 mgd, plant inflow rate = 149.76 mgd,
combined discharge = 99.76 mgd, ambient ocean salinity = 33.51 ppt, ocean conditions - 17 Aug 1992.
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boundary layer is at a maximum salinity of 48.1 ppt, but covers an area of only

1.2 acres of the sub-tidal beach face. Offshore, the hyper-saline bottom boundary

layer follows a southward trajectory and exposes about 111 acres of benthic

environment to salinity in excess of 40 ppt. About 248 acres of seabed are

- subjected to salinit_y elevated 10 % above ambient ocean conditions. Maximum

bottom salinity found anywhere along the boundaries of the ZID is 45.0 ppt,

- occurring 1000 ft offshore of the discharge channel. ‘Bottom dilution factors for .
“the raw concentrate are shown in Figure 6 for Scenario 1 with WOI‘S'E. case amb’ient 3
~ mixing. Minimum dilution on the sea bed at the edge of the ZID is 2.9 to 1 and

- dilutions are less than 15 to 1 on 282 acres of surf zone bottom and offshore

seabed.
The relatrvely high salinity found on the seabed is conﬁned toa thm bottom

' boundary layer that fails to mix upward into the water column due to the small

bottom stresses and low eddy diffusivity of the worst case mlxrng condltlons

Above this bottom boundary layer the sahmty drops rapidly. Maximum sahmty in

- the water column for Scenario 1 i in Figure 7.is found to be'41.8 ppt in the surfzone

- immediately seaward of the discharge'v jetty'". The pelagic area subject to salinity_in

excess of 40 ppt is 3.3 acres. About 28 vaeres of pelagic habitat are Asu_bj_ectved to

salinity reachingf 10% over ambient. MaXimurn water column salinity at the edge

~of the ZID is 38.21 ppt, found in the_snrf _zone 1000 ft to the south of the discharge

channel. Figure 8 shows that in the water column, where 3 16(A) 'dilution standards
apply, minimum dilutions improve to 7.1 to 1 at the edge of the ZID. Dilutions are
less than 15 to 1 in 29. 6 acres of pelagic surf zone habitat.

While the worst case mrxmg condltlons for low ﬂow Scenarlo 1 produce

‘some locally high bottom salinties in the range of 45 ppt and some minimum

dilution numbers (~ 7 to 1) that are less than one would like to see in some highly
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- Figure 6. Scenario | worst case with one Unit 5 circulation pump for AT = 0 °C Scaﬂoor dilution

factor for raw concentrate from desalination. R.O. = 50 mgd, plant inflow rate = 149.76 mgd,
combmed discharge = 99. 76 mgd, ambient ocean salinity = 33.51 ppt, ocean condmons 17 Aug 1992.
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Flgure 7. Scenario 1 worst case with one Unit 5 circulation pump for AT 0°C. Daily
~ depth-averaged salinity of concentrated seawater for R.O. = 50 mgd, plant inflow rate = 149 76 mgd
combmed discharge = 99.76 mgd, ambient ocean salinity = 33.51 ppt, ocean conditions - 17 Aug 1992.
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Figure 8. Scenario 1 worst case with one Unit 5 circulation -pump for AT =0 °C. Depﬂx—axferaggd
dilution factor for raw concentrate from desalination. R.0. = 50 mgd, plant inflow rate = 149.76 mgd,
combined discharge = 99.76 mgd, ambient ocean salinity = 33.51 ppt, ocean conditions - 17 Aug 1992,
-
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localized inshore areas, the minimal ocean mixing conditions that contributed to

this result are quite rare, occurring 1 day in 7,523, or a recurrence probability of

0.013%.

B) Wors.t-Case'Hyper;Saline Effects of the LoW—Flow Scenario 2:

Al pumps of Units 1 and 2 and one pump from Unit 3 are assumed to be
operating al:_a combined intake flow rate of 172.8 mgd. After blending with the
conoentrated sea salts discharged from the desalination plant the combined

discharg’e' exiting the discharge channel is 122.8 mgd. No poWer generation is

assumed so that the Delta-T is AT = 0°C. End-of-pipe salinity is 47.1 ppt, diluted in- -v
- the-pipe from an initial salinity of 67.02 ppt for 'the raw concentrate. In Figure 9

the inner core of the hyper-saline bottom boundary layer is found to be at a
maximum salinity of 42.4 ppt and covers an 'area 0f 42.7 acres of the sub-tidal

beach face and sandy bottom nearshore habItat Offshore, the hyper-saline bottom

| boundary layer follows a southward trajectory and exposes about 87.1 acres of -

‘benthic env1ronment to salinity in excess of 40 ppt About 205 acres of seabed are

subjected to sahmty elevated 10 % above ambient ocean conditions. Maximum

bottom salinity found anywhere along the boundanes of the ZID '1s 42.2 ppt,

B occurring 1000 'ft{offshorc of the discharge'channel. ‘. Bottom dilution factors for

- the raw concentrate in Figure 10 indicate that minimum dilution on the sea bed at

the edge of the ZID is 3.86 to 1 and bottom d11ut1ons are less than 15 to 1 on 249

- acres of surf zone bottom and' offshore seabed.

Maxunum sallmty in the water column for Scenarlo 2 is found in Figure 1 1

to be 40 3 ppt in the surfzone immediately seaward of the discharge jetty. The

' pelagic area subject to salinity in excess of 40 ppt is 2.8 acr_es. About 14.3 acres of

p-elagic habitat are subjected to salinity i'eaching 10% over ambient. Maximum
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Figure 9. Scenario 2 worst case with all circulation pumps - Units 1&2, and one pﬁmp - Unit 3 for AT=0°C.

' Daily average of the bottom salinity of concentrated seawater for R-O. = 50 mgd, plant inflow rate = 172.8 mgd,
" combined: discharge = 122.8 mgd, ambient ocean salinity = 33.51 ppt, ocean conditions - 17 Aug 1992
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Figure 10. Scenario 2 worst case with all circulation pumps - Units 1&2, and one purnp - Unit 3 for AT =0 °¢c.
Seafloor dilution factor for raw concentrate from desalination. R.0. = 50 mgd, plant inflow rate = 172.8 mgd,
combined discharge = 122.8 mgd, ambient ocean salinity = 33.51 ppt, ocean conditions - 17 Aug 1992.
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Figure 11.. Scenario 2 worst case with all circulation pumps - Units 1&2, and one pump - Unit 3 for AT = 0°C.

Da_i{y depth-averaged salinity of concentrated seawater for R.O. = 50 mgd, plant inflow rate = 1?-2.8_mgd, :
combined discharge = 122.8 mgd, ambient ocean salinity = 33.51 ppt, ocean conditions - 17 Aug 1992.
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~ water column salinity at the edge of the ZID is 36.9 ppt, found in the surf zone

1000 £t to the south of the discharge channel. Figure 12 shows that in the water

-oolumn Where 316(A) dilution standards apply, minimum dilutions improve t0 9. 9

to 1 at the edge of the ZID. Dilutions are less than 15 to 1 in 23 4 acres of pelagic

- surf zone and nearshore habitat in the 1mmed1ate nelghborhood of the dlscharge §

- channel. The minimal ocean mixing conditions that contributed to the Scenarlo 2

worst case ar'ev rare, occurring 1 day in 7,523, or a recurrence probability of
0.013%. . | - o
C) Worst-Case Hyper-Saline Effects of the Low-Flow Scenario 3:

One putnp from Unit 1 and one pump from Unit 5 are assumed to be

- operating at a coinbined intake flow rate of 184.32 mgd. After btlending with the
* concentrated sea salts discharged from the desalination plant the combined
| discharge exiting the discharge channel is 134.32 mgd. No power _generation is

~ assumed so that the Delta-T is AT = 0°C. End-of pipe salinity is 46.0 ppt, diluted in- "

the-p1pe from an initial salmlty of 67.02 ppt for the raw concéntrate. In Fi igure 13

' the inner core of the hyper-salme bottom boundary layer is found tobe ata

maximum salinity of 42.0 ppt and covers an area of 14.7 acres of the sub-tidal -

. beach face and sandy bottotn nearshore habitat Offsho're the hyper—saline bottom a

boundary layer follows a southward trajectory and exposes about 71.9 acres of

‘benthic envuonment to sahmty in excess of 40 ppt. About 188 acres of seabed are

subJected to salinity elevated 10 % above ambient ocean conditions. Maximum

‘bottom salinity found anywhere along the boundaﬁes of the ZID is 42.0 ppt, |

occurring 1000 ft offshore of the discharge channel. Bottom dilution factors for

the raw conCentrate in Figure 14 indicate that minimum dilution on the sea bed at

-the edge of the ZID is 3.95 to 1 and bottom d11ut10ns are less than 15to 1 on 225

acres of surf zone bottom and offshore seabed
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Fxgure lﬁ. Scenario 2 worst case with all circu_latio_npﬁmps - Unfts {&2, and one pump - Unit 3 for AT = 0°c. -
Depth-averaged dilution factor for raw concentrate from desalination. R.0. = 50 mgd, plant inflow rate = 172.8 mgd,

combined discharge = 122.8 mgd, ambient ocean salinity = 33.51 ppt, ocean conditions - 17 Aug [992.
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Figure 13.. Scenario 3 worst case with one Unit § circulation pump, and one Unit 1 pump for AT=0"C. .

Daily average of the bottom salinity of concentrated seawater for R.Q. = 50 mgd,. p?éfnt inflow rate = 184.32 mgd,.‘
combined discharge = 134.32 mgd, ambient ocean salinity = 33.51 ppt, ocean conditions - 17 Aug 1992.
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Figure 14. Scenario 3 worst case with one Unit 5 circulation pump, and one Unit 1 pump for AT=0°C.
Seafloor dilution factor for raw concentrate from desalination. R.O. =50 mgd, plant inflow rate = 184.32 med,
combined discharge = 134.32 mgd, ambient ocean salinity = 33.5] ppt, ocean conditions - 17 Aug 1992,
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Maximum salinity in the water column for worst case Scenario 3 is found

in Figure 15 to be 40.0 ppt in the surfzone iinmediately seaward of the diseharge
jetty. The pelagic area subject to salinity in excess of 40 ppt is 1 acre. About 12.3 -
acres of pelagic habitat are subjected to salinity reaching 10% over ambient.

Maximum Water',column salinity at the edge of the ZID is 36.7 ppt, found inthe

“surf zone 1000 ft_to the south of the discharge channel. Figure 16 shows that in the

water column, where 3 16(A) dilution standards apply, minimum dilutions are 10.5
to 1 at the edge of the ZID Dilutions ar_e'less than 15 to 1 in 12.9 acres of pelagic '
surf zone and nearshore habitat in the immediate neighborhood‘ of the discharge |
channel. The mlnlmal ocean m1x1ng conditions that contributed to the Scenario 3

Worst case are rare, occurrmg 1 day in 7, 523, glvmg a recurrence probablhty of

D) Worst-Case Hyper-Sahne Effects of the Low—Flow Scenario 4

Two pumps from Unit 1 and one pump from Unit 5 are assumed to be

operating ata combmed intake ﬂow rate 0f 218.88 mgd. After blendmg with the '.

concentrated sea salts discharged from the desalination plant the combined
discharge ex1t1ng the dlscharge channel is 168.88 mgd No power generation is
assumed S0 that the Delta—T ISAT = 0°C End-of—pipe sahmty is43. 4 ppt, diluted in-
the-pipe from an initial sahnity 0f67.02 ppt for the raw concentrate. In Figure 17 .

~ the inner core of the hyper—sahne bottom boundary layer is found tobeata

" maximum salinity of 41.0 ppt and covers an area of 2.7 acres of the sub-tidal beach

face and sandy bottom near_shore habitat. Offshore, the hyper-saline bottom -
boundary iayer follows a southward tr‘ajeetory and exposes about 19.9 acres of
benthic environment to salinity in excess of 40 ppt. About 147 acres of seabed are

subjected to salinity elevated 10 % above ambient ocean conditions. Maximum:
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Pigure 15. Scenario 3 worst case with one Unit 5 circulation pump, and one Unit 1 pump for AT=0 oc.

Daily depth-averaged salinity of concentrated seawater for R.O. = 50 mgd, piant inflow rate = 184.32 mgd,
corabined discharge = 134.32 mgd, ambient ocean salinity = 33.51 ppt, ocean conditions - 17 Aug 1992.
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. F:gure 16. Scenario 3 worst case with ape Unit 5 circulation pump, and one Unit 1 pump for AT=0°C. A
. Depth-averaged dilution factor for raw concentrate from desalination. R.O. =50 mgd, plant inflow rate = 184.32 mgd,
combined discharge = 134.32 mgd, ambient ocean salinity = 33,51 ppt, ocean conditions - 17 Aug 1992.
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_ Figure 17, ‘Scenario 4 worst case with one Unit 5 circulation pump, and two Unit 1 pumps for AT =0 °C.
_ Piily average of the botfom salinity of concentrated seawater for R.O. = 50 mgd, plant inflow rate = 218.88 mgd,
»'oomi?iged discharge = 168.88 mgd, ambient ocean salinity = 33.51 ppt, ocean conditions ~ 17 Aug 1992. o
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bottom salinity found anywhere along the boundaries of the ZID is 40.0 ppt,

‘occurring 1000 ft offshore of the discharge channel. Bottom dilution factors for

- _the raw conceritrate in Figure 18 indicate that minimum dilution on the sea bed at

the edge of the ZID is 5.16 to 1 and bottom d1lut1ons are less than 15to 1 on 168

" acres of surf zone bottom and offshore seabed

Max1mum sahmty in the Water column for worst case Scenarro 4is found in

Figure 19 to be 38.0 ppt in the surfzone 1mmed1ate1y seaward of the dlscharge ‘
Jetty No pelagrc area is subject to sahmty in excess of 40 ppt. About 8.7 acres of
: pelaglc habltat are subjected to sahnlty reachmg 10% over ambient. Maxxmum

- water column salinity at the edge of the ZID is 35.75 ppt, found in ‘the surf zone

1000 ft to the north of the d1scharge channel. F1gure 20 shows that in the Water :

- column, where 316(A) dilution standards apply, mmnnum dilutions are 150to 1 at

the edge of the ZID, in comphance with 3 16(A) minimum dilution perm1t

_ standards Therefore from both a sahmty tolerance and regulatory perspective, the = -

- Scenario 4 Jow-flow case is acceptable even for Worst case mixing conditions.

Dilutions are less than 15to 1 in 8. 6 acres of pelag1c surf zone inside the ZID in -

- the 1mmed1ate neighborhood of the dlscharge channel The minimal ocean mixing

cond1t10ns that contr1buted to the Scenarlo 4 worst case are rare, occurrmg 1 day 1n'
7,523, g1v1ng a recurrence probablhty of 0.013%. _ | '
- E) Worst-Case Hyper-Salme Effects of the Low-Flow Scenario S:
. This is the “unheated Unit 4 hzstorzcal extreme case” that was presented in
Append1x E of the certified EIR. It is reproduced herein to facilitate comparisons

with the worst case Outcomes of low-flow Scenarios 1-4. Two pumps from Unit 4

- are assumed to be operatmg ata combmed intake flow rate of 304 mgd. After

blendmg with the concentrated sea salts dlscharged from the desahnatlon plant the

combined discharge exiting the discharge channel_ is 254 mgd. No power
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Figure 18: Scenario 4 worst case with one Unit 5 circulation pump, and two Unit | pumps for AT =0°C.
Seafloor dilution factor for raw concentrate from desalination. R.O. = 50 mgd, plant inflow rate = 218,88 mgd,
combined discharge = 168.88 mgd, ambient ocean salinity = 33.51 ppt, ocean conditions - 17 Aug 1992.
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Fig;,ire 19. Scenario 4 worst case with one Unit 5 circulation pump, and two Unit 1 pumps for AT=90°C. ‘
Daily depth-averaged salinity of concentrated seawater for R.O. = 50 mgd, plant inflow rate =218.88 mgd,
combined discharge = 168.88 mgd, ambient ocean salinity = 33.51 ppt, ocean conditions - 17 Aug 1992. -
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Figure 20.. Scenario 4 worst case with one Uit 5 circulation pump, and two Unit 1 pumps for AT =0 °C.
. Depth-averaged dilution factor for raw concentrate from desalination. R.O. = 50 mgd, plant inflow rate = 218.88 mgd,
gombined discharge = 168.88 mgd, ambient ocean salinity = 33.51 ppt, ocean conditions - 17 Aug 1992.
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generation 'is assumed so that the Delta-T is AT =0°C. End-of-pipe salinity is 40.1

- ppt, diluted in—the—pipe from an initial salinity of 67.02 ppt for the raw concentrate.
" _InFigure 21 the inner core of the hyper-saline bottom boundary. layer is found to |
- be at a maximum salinity of 39.0 ppt and covers an area of 2,4 acres of the sub-

tidal beach face and sandy bottom nearshore habitat. (N owhere is the salinity in

excess of 40 ppt). 'About 44 acres of seabed are subjected to salinity. el'eyated 10 %
‘above ambient ocean cond1t10ns Maximum bottom salinity found anywhere along

the boundanes of the ZID is 38.2 ppt, occurrmg 1000 ft offshore of the discharge -

E channel Bottom dilution factors for the raw concentrate in Flgure 22 1nd1cate that
E mlmmum d11ut10n on the sea bed at the edge of the ZID is 7.1 to 1 and bottom

.dllutlons are less than 15 to 1 on 75 acres of surf zone bottom and offshore seabed.

Maximum sahmty in the water column for worst case Scenarro 5is found in -

, Flgure 23 to be 36.0 ppt in the surfzone unmedrately seaward of the drscharge

Jetty No pelag1e area is subJect to sahmty in excess of 40 ppt, nor is any pelagrc

. “habitat subjected to salinity reaching 10% over ambrent Maximum water column
'sahmty at the edge of the ZID is 35. 2 ppt found in the surf zone 1000 ft to the
south of the dlscharge channel Figure 24 shows that in the water column where

3 16(A) dilution standards apply, minimum d11ut10ns are 19.8to 1 at the edge of the

ZID, in comphance with 3 16(A) mlnlmum d11ut10n permit standards. Therefore

| from both a salinity tolerance and regulatory perspectlve the Scenario 5 low-flow
- case from the certified EIR is acceptable even for worst case m1x1ng cond1t10ns

- Dilutions are less than 15to 1 i in 1. 1 acres of pelagrc surf zone inside the ZID in -

the 1mmed1ate neighborhood of the drscharge channel. The: m1mma1 ocean mlxmg

condltlons that contributed to the Scenano 5 worst case are rare occurrmg 1 day in

. 7 523, giving a recurrence probab111ty of 0. 013%



S | o »

© 33150

AAguaHed
Lagoon

ke
=
=
®
L
- > '
5 )

33.125

. 117378 117.350

Longitude

35 40 45 50 55
Salnity,ppt
' 'ngure 21. Scenario § worst case with two Unit 4 circulation 2 pumps for AT =0 OC. Daily average:

of the bottom salinity of concentrated seawater for R.O. = 50 mgd, plant inflow rate = 304 med,
combined discharge = 254 mgd, ambient ocean salinity = 33.51 ppt, ocean conditions - 17 Aug 1992.
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Figure 22. Scenario 5 worst case with two Unit 4 circulation pumps for AT =0 oc. Seéﬂpq}
dilution factor for raw concentrate from desalination. R.O. = 50 mgd, plant inflow rate = 304 mgd,
combined discharge = 254 mgd, ambient ocean salinity = 33.51 ppt, ocean conditions, 17-Aug 1992.
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Figure 23. Scenario 5 worst case with tvo Unit 4 circulation pumps for AT = 0 °C. Daily depth-

- averaged salinity of concentrated seawater for R.O. = 50 mgd, plant inflow rate = 304 mgd,
combined discharge = 254 mgd, ambient ocean satinity = 33.51 ppt, ocean conditions, 17 Aug 1992.
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Elfgure 24. Scenario 5 worst case with two Unit 4 circulation pnmps for AT = 0°C. Depth—avefag,ed
dilution factor for raw concentrate from desalination. R.O.= 50 mgd, plant inflow rate =304 mgd, -
combined discharge = 254 mgd, ambient ocean salinjty = 33.51 ppt, ocean conditions, 17 Aug 1992.
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F) Average-Case Hyper-Salme Effects of the Low—-Flow Scenario 1

~ One Unit 4 cu*eulatmn pump is assumed to be: operatmg at 149.76 W1th 99.76

N ‘mgd being dxscharged into the ocean discharge channel at a salinity of 50.3 ppt

after blendmg with the concentrated sea salts from the desahnauon plant No

- power generation is assumed so that the Delta-T is AT = 0°C. Fi 1gure 25 gives the

salinity field on the sea floor resultmg from the average case mixing conditions for

low-flow Scenario 1. T_he}sal.inity field is averaged over a 24 hour period.
- Maximum bottom salinities reach 42.3 ppt and cover an area of 8.1 acres of the

 sub-tidal beach face and sandy bottom nearshore habitat. The hyper-saline bottom

boundary layer exposes about 19.4 acres of benthic environment to salinity in
excess of 40‘ ppt. About 39.4 acres of seabed are subje‘cted to salinity elevated 10
% above ambient oceah conditions. Maximum bottom sali_nity'fourid art_-_yWhere
'along the boundaries of the ZID is 40.0 ppt, occurring at the Shoreline 1000 ft
south of the discharge channel Bottom dilution factors for the raw concentrate in

Figure 26 indicate that minimum d1lut10n on the sea bed at the south end of the

| ZID at the shorehne is52to1and bottom d11ut10ns are less than 15to 1 on 69

- acres of surf zone bottom and offshore seabed.

Maximum sahmty in the water column for average case Scenarlo 1 is found

| 1in Figure 27 to be 40.5 ppt in ‘the surfzone unmedlately seaward of the discharge

Jetty No pelaglc area is subject to salinity in excess of 40 ppt. About 13.6 acres of
pelagic habitat are subjected to salinity reaching 10% over amb1ent Max1mum

wat_er column salinity at the edge of the ZID is 36.9 ppt, found in the surf zone at

' the s_hor-elme 1000 ft south of the discharge channel. Figure 28 shows that in the

water column, where 3 16(A) dilution standards apply, minimufn dilutions are 9.9
to 1 at the south end of the ZID. Everywhere else along the perlmeter of the ZID

the mmlmum water column dilution is greater than 15to0 1.
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* Figure 25. Scenario 1 average case with 1 Unit 5 circulation pump, for AT =0 °C. Daily average
- of the bottom salinity of concentrated seawater for R.O. = 50 mgd, plant inflow rate = 149.76 mgd,
-combined discharge = 99.76 mgd, ambient ocean salinity = 33.52 ppt, occan conditions - 23 May 1994.
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'Figixre 27, Scenario 1 average case with one Unit 5 circulation pump for AT =0 °C. Daily
depth-averaged salinity of concentrated seawater for R.O. = 50 mgd, plant inflow rate = 149.76 mgd,
_combined discharge = 99.76 mgd, ambient ocean salinity = 33.52 ppt, ocean conditions - 23 May 1994.
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" ‘Figure 28. Scenario 1 average case with one Unit 5 circulation pump for AT = 0 °C. Depth-averaged

dilution factor for raw concentrate from desalination. R.O. = 50 mgd, plant inflow rate = 149.76 mgd,
combined discharge = 99.76 mgd, ambient ocean salinity = 33.52 ppt, ocean conditions - 23 May 1994.
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Water column dilutions are less than 15 to 1 in 9.2 acres of pelagic surf zone,

nearly all of which is inside the ZID in the immediate neighborhood of the

d1scharge channel. The 20. 5 year average of ocean mixing conditions that

- contributed to the Scenario 1 have a recurrence probability of 50%.

G) Average-Case Hyper-Salme Effects of the Low—Flow Scenario 2

All pumps of Units 1 and 2 and one pump from Unit 3 are assumed to be
operatmg ata comblned intake flow rate of 172.8 mgd, W1th 122.8 mgd being
dlscharged into the ocean drscharge channel at a salinity of 47 1 ppt after blending

~ with the concentrated sea salts from the desalination plant. No power generation is

assumed so that the Delta-T is AT = 0°C. F igure 29 gives the salinity field on the

" sea floor resulting from the average case mixing conditions for low-flow Scenario

2. The salinity field is averaged over a 24 hour period. Maximum bottom salinities '

reach 42.0 ppt and cover an area of 2. O acres of the sub—t1dal beach face and sandy

~ bottom nearshore habrtat The hyper—salme bottom ‘boundary layer exposes about

) 9 acres of benthic erivironment to sallnlty in excess of 40 ppt. About 30.5 acres

of seabed are subjocted to sahmty elevated 10 % above ambient ocean condrtlons
Max1mum bottom sahmty found anywhere along the boundaries of the ZID is 38 &

ppt, occurrmg at the shorehne 1000 ft south of the discharge channel Bottom .

. .‘ drlutlon factors for the raw concentrate in F1gurc 30 indicate that m1n1mum dilution -
. onthe sea bed at the south end of the ZID at the shoreline is 6.3 to 1 and bottom

~ dilutions are less than 15 to 1 on 37.4 acres of surf zone bottom and offshore |

MaXImum salinity in the Water column for average case Scenario 2'is found -

‘in Fi 1gure 31 tobe 37.7 ppt in the surfzone immediately seaward of the discharge -

jetty. No pelagic area is subJect to sahmty in excess of 40 ppt. About 0.6 : acres of

~ pelagic habitat are subjected to salinity reaching 10% over ambient. Maximum
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' ‘, © Figure 29. Scenario 2 average case with all circulation purops - Units 1822, and one pump - Unit 3 for AT=0°C.

‘Daily average of the bottom salinity of concentrated seawater for R.O: = 50 mgd, plant inflow rate = 1728 mgd,
- combinéd-discharge = 122.8 mgd, ambient ocean salinity = 33.52 ppt, ocean conditions - 23 May 1994.
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Eigu’;e 30. Scenario 2 average case with all circulation pumps - Units 142, and one pump - Unit 3 for AT=0°C,
Seafloor dilution factor for raw concentrate from desalination. R.O. = 50 mgd, plant inflow rate.= 172.8 mgd;
combined discharge = 122.8 mgd, ambient ocean salinity = 33.52 ppt, ocean conditions - 23 May 1994,
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‘Figuré 31. Scenario 2 average case with all circulation pumps - Units 1&2, and one pump - Unit 3 for AT 0 °C.

* Daily depth-averaged salinity of concentrated seawater for R.Q. = 50 mgd, plant inflow rate = 172.8 mgd,
combined dxscharge = 122.8 mgd, ambient ocean salinity = 33.52 ppt, ocean conditions - 23 May 1994.
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water column salinity at the edge of the ZID is 36.0 ppt, found in the surf zone at

the shoreline 1000 ft south of the discharge channel. Fi igure 32 shows that in the

water column, where 316(A) dilution standards apply, mmlmum dilutions are 13.5

‘to 1 at the north end of the ZID. Dilutions are less than 15 to 1 in 5.7 acres of
- pelagic surf zone, all of Whlch is m31de the ZID in the lmmed1ate nelghborhood of
- the dlscharge channel The 20.5 year average of ocean mixing conditions that

~ contributed to the Scenarlo 2 havea recurrence probab111ty of 50%.

H) Average-Case Hyper—Salme Effects of the Low—Flow Scenarlo 3:

One pump ﬁom Umt 1 and one pump from Unit 5 are assumed to b_e

' operating at a combined irltake flow rate of 184.32 mgd, with 134.32 mgd being

discharged'into the ocean‘disc"harge channel at a éalinity of 46.0 ppt after blending

~ with the concentrated sea salts from the desalination plant. No power generation is

assumed so that the Delta-T is AT = 0°C. Figure 33 gives the salinity field on the

- sea floor resulting from the average case mixing conditions for low-flow Scenario

3. The 'salinity' field is averaged over a 24 hour period Maximum bottom salinities

reach 41.4 ppt and cover an area of 0.8 acres of the sub-t1da1 beach face and sandy

] 'bottom nearshore habltat The hyper-sahne bottom boundary layer exposes about a

8.0 acres of benthlc env1ronment to sahmty in excess of 40 ppt, 4ll of which i is |

e 1n51de the perlmeter of the ZID About 25.6 acres of seabed are subJ ected to .
+ salinity elevated 10 % above amblent ocean condltlons Maximum bottom salinity
found anyw_here along the boundarles of the ZID is 3 8.0 ppt, occurring at the
shoreline 1000 ft south of the discharge channel. Bottom dilution factors for the
. r.av}vv concentrate in F igure 34 indicate that minirnum dflution on the sea bed at the

~ south end of the ZID at the shoreline is 7.5 to 1 and bottom dllutrons are less than

15 to 1 on 30.1 acres of surf zone bottom and offshore seabed
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F‘icure 32. Scenario 2 average case with all circulation pumps - Units 1&2, and one pump - Unit 3 for AT=0°C.
Deplh-avera«ed difution factor for raw concentrate from desalination. R.O. = 50 mgd, plant inflow raie = 172 £ mgd,
oombmcd discharge = {22.8 mgd, ambxenl ocean salinity = 33.52 ppt, ocean conditions - 23 May 1994,
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. Bigure 33. Scenario 3 average case with one Unit 5 circulation pump, and one Unit 1 puxhp for AT=0°C.

Daily average of the bottom salinity of concentrated seawater for R.O. = 50 mgd, plant inflow rate = 184.32 mgd,

' combined discharge = 134.32 mgd, ambient ocean salinity = 33.52 ppt, ocean conditions - 23 May 1994.
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Figure 34. Scenario 3 average case with one Unit 3 circulation pump, and one Uhit 1 p{ump for AT =0 °C.

Seafloor dilution factor for raw concentrate from desalination. R.O. = 50 mgd, plant inflow rate-= 184.32 mgd,

'com'binc;d. discharge = 134.32 mgd, ambient ocean salinity = 33.52 ppt, ocean conditions - 23 May 1994.
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-Maximum salinity in the water column for average case Scenario 3 is found
in Figure 35 to be 37.0 ppt in the surfzone immediately seaward of the discharge -
jetty. No pelagic area is subject to salinity in excess of 40 ppt. About 0.2 acres of

pelagic habitat are subj ected to salinity reaching 10% over amblent Max1mum

© 'water column sahmty at the edge of the ZID is 35. 4 ppt found n the surf zone at
* the shorehne 1000 ft south of the discharge channel. Flgure 36 shows that in the
- water column, where 316(A) dilution standards apply, mmlmum dﬂutlons are 17.7 -
E to 1 at the north end of the ZID, in comphance with 316(A) mmlmum d11ut10n
_ perrmt standards. Therefore, from both a sahmty tolerance and regulatory

- perspective, the Scenario 3 low-flow case is acceptable for average ocean mixing -

conditions. Dilutions are less than 15 to 1 in 4.1 acres of pelagic surf zone, all of

‘which i is inside the ZID in the immediate ne1ghborhood of the d1scharge channel

' The 20.5 year average of ocean m1x1ng conditions that contrlbuted to the Scenano

3 have a recurrence probab111ty of 50%.

D Average—Case Hyper-Saline Effects of the Low-Flow Scenarlo 4:

o » Two pumps from Un1t 1 and one pump from Unit 5 are assumed to be

- operatmg at a combined intake flow rate of 218.88 mgd, with 168.88 mgd bemg

d1scharged into the ocean d1scharge channel at-a sa11n1ty of43.4 ppt after blendmg

"W1th the concentrated sea salts from the desalination plant. No power generation is
~ assumed so that the Delta-T is AT =0°C. Figure 37 gives the salinity field on the

- sea floor resulting from the average case mixing conditions for low-flow Scenario

4. The salinity field is averaged over a 24 hour period. Maxim_um'bottom salinities

" reach 40.1 ppt and covef an area of 0.1 acres of the»sub-tidalabeach face and sandy
bottom nearshore habitat. The hyper-saline bottom boundary layer exposes about

- 2.0_acres of benthic environment to salinity in excess of 40 ppt, all of which is
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ﬁgt’xre 36. Scenario 3 average case with one Unit S circulation pump, and one Unit 1 pump for AT=0 o
. Depth-averaged dilution factor for raw concentrate from desalination. R.O. =50 mgd, plant inflow rate = 184.32 mgd, »
_combined discharge = 134.32 mgd, ambient ocean salinity = 33.52 ppt, ocean. conditions - 23 May 1994, '
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Figure37. Scenario 4 average case with one Unit 5 cireulation pump, and two Unit 1 pump% for AT= o °C
Daily average of the bottom salinity of concentrated seawater for R.O. = 50 mgd, plant inflow rate = 218.88 mgd,
combmed discharge = 168.88 mgd, ambient ocean salinity = 33.52 ppt, ocean condmons 23 May 1994.



inside the pertmeter of the ZID. About 16 4 acres of seabed are subj ected to K
sahmty elevated 10 % above ambient ocean conditions. Maxnnum bottom sahmty
found anywhere along the boundaries of the ZID is 37.0 ppt, occurring at the |
shoreline 1000 ft south of the discharge channel. Bottom dilution factors for the

~ raw concentrate in Flgure 38 md1cate that minimum dilution on the sea bed at the

south end of the ZID at the shoreline is 9.6 to 1 and bottom d11ut10ns are less than .
15 to 1 on 25.6 acres of surf zone bottom and offshore seabed. )
Maxunum sahmty 1n the water column for average case Scenano 4 is found .

in Figure 39 to be 36.2 ppt in the surfzone nnmedlately seaward of the dlscharge '

jetty. No pel,aglc area 1s su_bJect to salvnuty in excess of 40 ppt,'nor_1s any pelaglc o

~ habitat subjected to salinity reaching 10% over ambient. Maximum water column

salinity at the ,edge of the ZID is 35.1 ppt, found in the surf zone at' the shoreline
1000 ft south of the diSeharge channel. Figure 40 shows that in the Water column,» '
where 3 1'6(A) dilution standards apply, minimum dilutions are 21.1to 1 atthe -
south end of the ZID, in compliance with 316(A) minimum dilution permit |

standards Therefore from both a sahmty tolerance and regulatory perspectrve the

_ Scenario 4 Iow—ﬂow case is aoceptable for average ocean mixing condltlons

~ Dilutions are Iess than 15 to 1in2:2 acres of pelagic surf zone, all of which is -

inside the ZID i in the unmedrate neighborhood of the dIScharg_e channel. The 20. 5 |

year average of ocean mixing' conditions that contribﬁted to the Scenario 4 have a

 recurrence probability of 50%.

) Average-Case I-Iyper-Salme Effects of the Low—Flow Scenarm 5

Two pumps from Unit 4 are assumed to be operatlng ata combmed intake -

 flow rate of 304 mgd, with 254 mgd being discharged into the ocean dlscharge
- channel at a salinity of 40.11 ppt after blending with the concentrated sea salts

from the desalination plant. No power generation is assumed so that the Delta-T
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Eigér’e}& Scenario 4 average case with one Unit § circulation pump; and two Unit 1 pumps for AT = 0 °C.
Scaﬂcor dilution factor for raw concentrate from desalination. R.O. = 50 mgd, plant inflow rate = 218.88 mgd,
combined discharge = 168.88 mgd, ambient ocean salinity = 33.52 ppt, ocean conditions - 23 May 1994.
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" Figure 39. Scenario 4 average case with one Unit 5 circulation pump, and two Unit { pumps for AT =0 oc. .

Daily depth-averaged salinity of concentrated seawater for R.Q. = 50 mgd, plant inflow rate = 218.88 mgd,

- combined discharge = 168.88 mgd, ambient ocean salinity = 33.52 ppt, ocean conditions - 23 May [994. »
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Pigure 40. ‘Scenario 4 average case with one Unit 5 circulation pump, and two Unit ! pumps for AT >0 oc.
Depth-averaged dilution factor for raw concentrate from desalination, R.O.= 50'mgd, plant inflow rate = 218.88 mgd,
. combinied discharge = 168.88 mgd, ambient ocean salinity = 33.52 ppt, ocean conditions - 23 May 1994.
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- isaT=0°C. While these are the same pump combinations and end-of-pipe

sahmty as the“unheated Unit 4 historical extreme case” that was presented in
Appendix E of the certrﬁed EIR, the average case mixing results_ were not given in |

the certified EIR. We present them herein for completeness

Frgure 41 gives the salinity ﬁeld on the sea floor resulting from the average

- case mrxmg conditions for low-flow Scenario 5. The salinity field is averaged over

a 24 hour period; Maximum bottom salinities reach 38.1 ppt and cover an area of

1.5 acres of the sub-tidal.beach face and’sandy bottom nearshore habitat No

" benthic habitat is exposed to salrmty in excess of 40 ppt. About 8.3 acres of seabed B
: are subjected to salinity elevated 10 % above ambrent ocean conditions. Maximum |
- bottom salinity found anywhere along the boundanes of the ZID 18 36.0 ppt

' occurrmg at the shoreline 1000 ft south of the d1scharge channel. Bottom dilution

factors for the raw concentrate in Fi 1gure 42 indicate that minimum d1lut10n onthe

R j sea bed at the south end of the ZID at the shorehne is13.5to 1 and bottom

d11ut10ns are less than 15 to 1 on, 12.4 acres of surf zone bottom and offshore o

E seabed.

Maximum salrnrty in the water column for average case Scenarlo 5 is found ‘_

in Flgure 43 to be 36. () ppt in the surfzone nnmedlately seaward of the d1scharge '

o Jetty No pelaglc area rs subject to salinity in excess of 40 ppt, nor is any pelagic

habitat subjected to salinity reachmg 10% over ambient. Maximum water column
salinity at the edge of the ZID is 34.7 ppt, found i in the surf zone at the shoreline
1000 ft south of the drscharge channel. Figure 44 shows that in the water colum,

Where 3 16(A) dilution standards‘ apply, minimum dilutions are 28.2 to 1 at the

south end of the ZID in complrance with 3 l6(A) minimum dilution perm1t

standards. Therefore, from both a salrmty tolerance and regulatory perspectlve the
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- Figure 41. Scenario S average case with two Unit 4 circulation 2 puraps for AT = ¢ °C. Daily average
of the bottom salinity of concentrated seawater for R,0. = 50 mgd, plant inflow rate = 304 mgd, -
~ combined discharge = 254 mgd, ambient ocean salinity = 33.52 ppt, ocean conditions - 23 May 1994.
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Figure 42. Scenario 5 average case with two Unit 4 circulation pumps for AT =0 OC. Seafloor
dilution factor for raw concentrate from desalination. R.O.= 50 mgd, plant inflow rate = 304 mgd,
combined discharge = 254 mgd, ambient ocean salinity = 33.52 ppt, ocean conditions, 23 May 1994.
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* Figure 43. Scenario 5 average case with two Unit 4 circulation pumps for AT = 0 °C. Daily depth-

averaged salinity of concentrated seawater for R.O. = 50 mgd, plant inflow rate = 304 mgd;
combined discharge = 254 mgd, ambient ocean salinity = 33.52 ppt, ocean conditions, 23 May 1994,
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Figure 44. Scenario 5 average case with two Unit 4 circulation pumps for AT = 0_°C. Depth-averaged
-+ dilution factor for raw concentrate from desalination. R.0. = 50 mgd, plant inflow rate = 304 mgd,
combined discharge = 254 mgd, ambient ocean salinity = 33.52 ppt, ocean conditions, 23 May 19%4. -
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Scenario 5 low-flow case is acceptable for average ocean mixing conditions.

* - Dilutions are less than 15.to 1 in 0.7 acres of pelaglc surf zone, all of which is
inside the ZID i in the immediate nelghborhood of the discharge channel. The 20.5

year average of ocean mixing conditions that contributed to the Scenario 4 have a

recurrence probability of 50%.

4) Summary and Conclusmns
This study evaluates the dispersion and d11ut10n of concentrated sea Water

'. (brine) associated with reduced flow rate operatlons of a stand alcnc desalmatmn
plant co-located at Encina Generating Station. The analysis by hydtodynamic'
| mOdeI'simulation studied the effects of reduced intake flow rates ranging from
149.8 mgd to 304 mgd for both extreme mmlmums and means in ocean mixing.

. The results are summarized in Table 1 below.
- We find that intake ﬂow rates of at least 218.9 mgd of unheated source water

(producmg end of pipe sahmty of no more than 43.3 ppt) Wlll satlsfy both acute
| tox1c1ty limits of 40 ppt and ex1st1ng mmlmum dilution standards of 15 to 1 in the

zone of initial dilution (ZID) for all ocean mtxmg conditions. Intake ﬂow rates

o | reduced to as httle as 184.3 mgd (producing end of pipe sahmty of no more than 46 -

| | ppt) will satlsfy both acute toxicity hm1ts ex1stmg mlmmum d11ut1on standards for

| average ocean mixing cond1t1ons but hot for extreme minimum mlxmg conditions | |
havmg a recurrence probability of 0.013 % Intake flow rates between 149 8 mgd o
and 172.8 mgd produce hyper saluuty unpacts that can probably be tolerated by

- indigenous marine organisms during mean-ocean mixing lcond1t10ns, but result in
. unacceptably low minimum dilution levels in the ZID according to existing

- NPDES permit limits set for the power plant thermal effluent.



Table 1. Salinity Changes For Average and Extreme Desalination Facility
Operating Conditions With and Without the Power Generation at Encina

Generating Station
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- o | Maximum | Benthic Area Maximum Pelagic Area Minimum Frequency
Scenario vPlant Inflow | Bottom ,EXP 0sed 0 | v ter Column Exposed to Pelagic of
Rate (mgd) Salinity Salinity Salinity-(ppt) | Salinity > 36.9 | Dilution | ) e
(opt) >369ppt | XMLy (PP miy> 3091 et zIp nee
| Historical Average 576 :
| (w/powerplant) | (AT=55°c) | 360 0.0 34.4 0.0 684101 50%
Historical Extreme 304 : - .
(w/ power'plant) . (AT._—. 5.5 OC) 1 379 15 36.1 .0.0 ) 24.1to0 1 <0.01%

Scenario 1 149.76 .

Historical Average C AT=i) °C) 42.3 394 . 405 136 99to1 50%
(w/o power plant) :

Scenario 1 149.76 ‘ _ - . )
Historical Extreme |\ ;) °C) 48.1 248 41.8 - 28 7.1t01 0.013%
(w/o power plant) : : , :

Scenario 2 172.8 L
Historical Average | . (AT= 0 °C) 420 30.5 © 377 0.6 13.5t0 1 50%
(w/o power plant) - ’ : . .

Scenario 2 : 172.8 ‘ : ‘ ‘ A
Historical Extreme |\ y._"qory 424 205 40.3 143 - | 99to1 | 0013%

. (w/o power plant) S :
Scenario 3 1 8;1 3 . _ _ , .
"| Historical Average | - (AT= o °C) ' 414 25.6 370 02 17.7t0 1 50%
(w/o power plant) : - : , .
CScemario3 | i | o - -
Historical Extremme | - (\7— gogy |~ 429 " 188 400 123 105t01 | 0013%
(w/o power plant) | ‘" : : .

Scenario 4 318.9 o ‘ » o
Historical Average | . \7._ 'ocy 40.1 16.4 362 0.0 21.1to1 50%
(w/o power plant) v : : .

* Scenario 4 218.9 ’ . . ' '
| Historical Extreme | /7. oy | 410 147 380 87 | 15001 | 0013%
(w/o power plant) | . . : ‘ : : : . .

Scenario 5 304 o : ,

Historical Average | 7 o 38.1 83 36.0 . 00 | 282t01 50%
(w/o power plant) | % ) . :

Scenario 5 © 304 : o
Historical Extreme |\ oy 39.0 44 36.0 0.0 198t01 | 0013%
(w/o power plant) : .
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